AT-2000 Series, Ethernet Adapter Cards 

AT-2000T, N E2000 compatible Ethernet adapter card with RJ-45/UTP media interface 

AT-2000U, N E2000 compatible Ethernet adapter card with RJ-45/UTP, BN C and AUI media interface 



KEY FEATURES 

Plug-and-Play for fast, 
easy installation 

Full Duplex operation 
doubles throughput 

Fully compatible 
with industry-standard 
NE2000 drivers 

All popular 
networks supported 

16 bit ISA bus with 

16 KB on- board memory 

Auto-sensing 
media connectors 

Fully IEEE 802.3 compliant, 
Ethernet compatible 

NE2000 Boot ROM socket 
and BootWare available for 
centralized/remote booting 

Free technical support 



RELIABILITY AT LOW COST 

Allied Telesyn AT-2000 Plug and Play Ethernet adapter 
cards offer the most reliable and cost effective NE2000- 
compatible solution for desktop PC Ethernet connectivi- 
ty. T h e card s are P I u g an d P I ay f o r ti m e- savi n g, easy i n stal - 
lation and include software diagnostics for trouble-free 
maintenance. The 16 bit data path and 16Kb of on-board 
memory provide unsurpassed performance and Full- 
Duplex capability can further increase throughput. Two 
versions of the AT-2000 PnP cards are available, the AT- 
2000T PnP offers 10T media support only while the AT- 
2000U PnP gives you three media interfaces, 10T, AU I and 
BNC, for more universal support. 

GUARANTEED COMPATIBILITY 

The AT-2000 Plug and Play is compatible with industry 
standard NE2000 drivers available with all popular 
Network Operating System Software. These native driv- 
ers, optimized and certified by the NOS vendors, guar- 
antee compatibility with every major operating system 
and save valuable installation time. A diskette is provid- 
ed that includes easy-to-use diagnostics and a full set of 
software drivers for the AT-2000 PnP. The boot ROM 
socket supports NE2000 BootWare available from 
LanWorks Technologies. 




FAST, EASY INSTALLATION 

The AT-2000 PnP is fully Plug and Play compatible for 
automatic setting of configurations. No need to worry 
about Interupt (IRQ) selection, I/O address, media selec- 
tion or Boot ROM address, they are all set for you, making 
installation fast and easy. If custom configuration isdesired, 
the card allows you to disable the Plug and Play feature and 
assists in resetting parameters with a user- friendly inter- 
face. The card also allows customization of Plug-and-Play 
options for your individual environment eliminating all 
possible conflicts. The media port automatically senses 
which media is active when the network cable connector is 
attached, eliminating software set-up programs. In addi- 
tion, a single Link LED is provided to assist during installa- 
tion to ensure a valid network connection. 

SUPERIOR SUPPORT 

Lifetime Warranty, FREE technical support and advance 
replacement give you the best support in the industry. For 
added network integrity and security, a BootROM socket 
isavailablefor centralized software distribution or remote 
booting with BootWare. New and enhanced drivers and 
features are available 24 hours a day via Allied Telesyn's 
BBS,FTP server, CompuServe and Allied Telesyn's website. 



Lifetime warranty 

with advance replacement 



AT-2000 Series, Ethernet Adapter Cards 



STATUS INDICATORS 

Link Indicates that a valid receive link exists 

PC INTERFACE 

Bus Interface ISA 
Bus Width 16 bit 

Data Transfer Mode Programmed I/O with 16 KB on-board memory 

ETHERNET INTERFACE 

10T (UTP) EIA/TIA categories 3, 4 or 5 
10 BASE 2 (BNC) RG58 A/U or equivalent (Thinnet) 
10BASE-5 (AUI) IEEE 802.3 interface to external transceiver 

OPTIONAL PROGRAMMABLE SETTINGS 

Interrupt Channels: 
2/9, 3, 4, 5, 10, 11, 12, 15 

Base I/O Memory Address: 
200, 220, 240, 260, 280, 2A0, 2C0, 2E0, 
300, 320, 340, 360, 380, 3A0, 3C0, 3E0 

Remote Boot PROM Address: 
C000H-DFFFH 

DRIVER SUPPORT 

The 2000 Plug and Play adapter card is NE2000 compatible and operates 
with all native NE2000 drivers distributed with the most popular network 
operating software. The following proprietary drivers for both DOS and OS/2 ELECTRICAL/MECHANICAL APPROVALS 

are included with the adapter card and provided for convenience in case FCC Class B 
the network operating system (NOS) driver is not available: VDE Class B 

CE 



NDIS 2.0 


Microsoft Windows, WfW v3.1, 




LAN Manager; 




Banyan Vines, DEC Pathworks, IBM LAN Server 


NDIS 3.0 


Microsoft WfW v.3.11 


NDIS 3.0 


Microsoft Windows 95, Windows NT 


(Miniport) 
ODI Client 


Novell NetWare Workstation, Personal NetWare 


ODI Server 


Novell NetWare v3.1x, v4.0x, v4.11 


IPX Client 


Novell NetWare v3.x 


UNIX 


SCO and AT&T 


Packet Driver 


FTP,Wollongong, NetManage, PC-NFS 



MAXIMUM CABLING DISTANCES 

10T (UTP) 100m 
10BASE-2 (BNC) 185m 
10BASE-5 (AUI) 50m 

RELIABILITY 

Calculated MTBF > 300,000 hrs 

POWER CHARACTERISTICS 

Supply 5v at lOUmA Maximum 

12v at 500UmA Maximum 

ENVIRONMENTAL SPECIFICATIONS 

Operating Temp. 0° C to 45° C 

Storage Temp. -40° C to 70° C 

Relative Humidity 50% to 95% noncondensing at 40° C 

PHYSICAL CHARACTERISTICS 

Dimensions 10.7cm x 15.3cm 

(4.2" x 6.4") 

Half Size form factor 
Weight: 120g (4.2oz) 



STANDARDS COMPLIANCE 

IEEE 802.3 compliant, Ethernet compatible 



ORDERING INFORMATION 

AT-2000T PnP 

NE2000 compatible, Plug and Play Ethernet 
adapter card with RJ-45/UTP media interface 

AT-2000U PnP 

NE2000 compatible, Plug and Play Ethernet 
adapter card with Rj-45/UTP, BNC 
and AUI media interfaces 



Product Range: Allied Telesyn's long-term focus on price/ performance networking has made it a market-leading provider of LAN, WAN and MAN network 
systems. Advanced Layer 3 switch and router technology perfectly complements its traditional Layer 2 switch, hub, adapter card and media conversion capabilities. 
USA Corporate Headquarters 19800 North Creek Pkwy, Suite 200, Bothell, WA 98011, USA • Tel: 800.424.4284 • Fax: 425.481.3895 
European Headquarters Kon. Wilhelminaplein 13/2.10.03, 1062 HH Amsterdam, Netherlands • Tel: + 31 20-346 07 00 • Fax: + 31 20-346 07 10 



www.alliedtelesyn.com 
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w Allied Telesyn 

Simply connecting the ((?) world 



